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This fixture left our factory in perfect working condition. Be sure to strictly follow the  
safety instructions and warnings in this user manual. Any damage caused by  
mishandling or overworking the fixture does not fall under the warranty. The dealer will not  
accept responsibility for any defects or problems resulting from improper use. 

IMPORTANT

Your fixture should be installed by professionals using the mounting mechanism  
provided with the fixture. The fixture must be fixed firmly to a secure structure to prevent  
vibration and slipping while operating, and a safety chain should be used in case the  
mounting screws come loose. The structure on which the fixture is mounted should be able 
to support a weight of 10 times the fixture’s weight, and the safety cable should be able to 
support at least 12 times the fixture’s weight. The fixture should not be within anyone’s reach 
and should be in a location where people will not walk under it. 

Please check that the carton contains all the following items:

1 × User manual 

1 × Hybrid Mushroom MKII DJ Effect lighting with DMX

1 × Power cable  

INSTALLATION

CONTENTS

CAUTION

SAFETY INSTRUCTIONS

RISK OF ELECTRIC SHOCK
DO NOT OPEN

Please keep this user manual for future consultation. If you sell this fixture to another user, 
ensure you also give them the user manual.

Carefully unpack your fixture and check that it was not damaged during transportation.

Before operating, ensure the voltage and frequency of the power supply match the power 
requirements of the fixture.

Ground the yellow/green conductor to earth in order to avoid electric shock. 

Disconnect the fixture from the mains power before servicing and maintenance.

The ambient temperature should not be above 40°C when operating the fixture.

If your fixture has a serious operating problem, stop using the fixture immediately and send 
it to be repaired at your nearest authorised servicing center (only spare parts of the same 
type must be used). Never try to repair the fixture yourself. 

Do not connect the fixture to a dimmer pack.

Do not touch any of the fixture’s wires while operating to avoid electric shock.

Never expose the fixture to rain or moisture of any kind. 

The fixture’s housing should be replaced if there is any visible damage. 

Never look directly at the light source while the fixture is on. 

Keep the lens out of direct sunlight, as it has a magnifying effect. Direct sunlight can cause 
the fixture to get too hot, which will damage the internal circuitry.

CAUTION

There are no user-serviceable parts inside the fixture. Do not open the housing or attempt 
any repairs yourself. If your fixture requires servicing, please contact your nearest dealer. 

SYMBOL WARNING THE OPERATOR THAT UNINSULATED, DANGEROUS 
VOLTAGES ARE PRESENT WITHIN THE ENCLOSURE THAT MAY POSE A RISK OF 
ELECTRIC SHOCK.

SYMBOL ALERTING THE OPERATOR TO FOLLOW IMPORTANT OPERATING 
INSTRUCTIONS AND PRECAUTIONS DETAILED IN THIS USER MANUAL.

Congratulations on your purchase of the Hybrid Mushroom MKII DJ Effect  
lighting with DMX, designed and engineered by Hybrid.

WELCOME
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1. Menu key: Select function

Front

Back

1. Power In: Main power feed.

3. Down arrow: Parameter decrease

3. DMX output connector: DMX control signal.

4. Enter key

5. Microphone

2. Up key: Parameter increase

2. DMX input connector: DMX control signal.

INTERFACE OVERVIEW 

1 2 3 4

5

7 Channels Functionality
CH1 Total dimming
CH2 R, A dimming
CH3 G, UV dimming
CH4 B, W dimming
CH5 0 - 9: No function

10 - 255: Strobe speed from fast to slow
CH6 0 - 5: Motor stop

6 - 127: Motor positioning
128 - 255: Motor rotation speed from slow to fast

CH7 0 - 9: No function
10 - 72: Colour gradient
73 - 134: Transition 1 effect
135 - 197: Transition 2 effect
198 - 220: Sound-to-light mode 1
221 - 255: Sound-to-light mode 2

Display Functionality
A001 - A511 DMX mode Jump flash: Connected to DMX information, display  

SLAV: Has received the host signal
A1 ( 1 - 9) R, A always on, motor speed from slow to fast
A2 ( 1 - 9) G, UV always on, motor speed from slow to fast
A3 ( 1 - 9) B, W always on, motor speed from slow to fast
A4 ( 1 - 9) Jump 1 effect, motor speed from slow to fast
A5 ( 1 - 9) Jump 2 effect, motor speed from slow to fast
A6 ( 1 - 9) Colour gradient, motor speed from slow to fast
A7 ( 1 - 9) Strobe, motor speed from slow to fast
S1 (1 - 99) Sound-to-light mode 1, voice control sensitivity
S2 (1 - 99) Sound-to-light mode 2, voice control sensitivity

CHANNEL TABLE

KEY ARRANGEMENT: FROM LEFT TO RIGHT  MENU  DOWN UP  
ENTER(SAVE)
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DMX512 CABLE PIN DIAGRAMS

DAISY CHAIN DIAGRAMS

TERMINATOR

1
3

2

1
3

2
DMX + 
DMX - 

DMX512 out
3-pin XLR

DMX512 out
3-pin XLR

C

A

B

120Ω
resistor

To terminator 
(Diagram B)

Last fixtureXLR cable

InputOutputTo output of 
previous fixture

5-Pin XLR
Pin 1: GND (Screen)
Pin 2: Signal (-)
Pin 3: Signal (+)
Pin 4: N/C
Pin 5: N/C

5-Pin XLR 
(socket)
Pin 1: GND (Screen)
Pin 2: Signal (-)
Pin 3: Signal (+)
Pin 4: N/C
Pin 5: N/C

3-Pin XLR  
(Socket)
Pin 1: GND (Screen)
Pin 2: N/C
Pin 3: N/C

3-Pin XLR
Pin 1: GND (Screen)
Pin 2: Signal (–)
Pin 3: Signal (+)

1 Ground 1 Ground2 Signal – 2 Signal –

3 Signal + 3 Signal +

XLR FEMALE SOCKETXLR MALE SOCKET

XLR Pin 
Configuration

Pin 1 = Ground
Pin 2 = Negative
Pin 3 = Postive

D

METHODS OF CONTROLLING THE FIXTURE
You can operate the fixture in the following ways:

Using a universal DMX controller

Using the master/slave operation

Using the sound-to-light mode

Using the auto mode
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1. Connect the output of the DMX controller to the input of the fixture. The subsequent 
  fixtures should be connected in a ‘daisy chain’ fashion using DMX XLR cables.  
      Cables must not be branched or split into a ‘Y’ cable. Ensure the cables are in good condition,  
   as damaged cables, soldered joints or corroded connectors can cause the fixtures  
     to malfunction.

2. The fixture’s DMX inputs and outputs are linked to maintain the DMX circuit even when  
     the power of one of the fixtures is disconnected. 

3. For the last fixture in the daisy chain, the DMX cable must be terminated with a 
    terminator to reduce signal errors. To do this, solder a 120Ω 0.25W resistor between pin 
    2 (DMX-) and pin 3 (DMX+) of a 3-pin DMX XLR plug and plug it into the DMX output of 
   the last fixture. See diagram B for a visual representation of how this modification  
     is made.

4.	Each fixture must have its address set to that of the controller to receive the data sent by  
    the DMX controller. The numbers are between 1 and 506 (7CH).

5. DMX protocol uses both 3-pin XLR connectors (which are more popular) and 5-pin XLR 
    connectors. See diagrams C and D for a visual representation of these connectors.

DAISY CHAIN EXPLANATION
The DMX512 is widely used in intelligent lighting control, with a maximum of 512 
channels.

BUILT-IN PRE-PROGRAMMED MASTER/SLAVE FUNCTION
By linking the fixtures using the master/slave function, the master fixture will control 
the other fixtures so that all fixtures are synchronised and the light show is automatic  
and sound-activated. This function is useful when you havent preprogrammed a light show.  
The ‘master’ fixture must be set to automatic, sound-activated mode, and nothing should 
be plugged into its DMX input when configuring the fixture. The slave fixtures will need to 
be set to address A001. To connect the slave fixtures to the master, a DMX XLR cable must 
be connected from the master output to the first slave input and then from the slave output 
to the next slave input and so on ('daisy chain' formation). See diagram A and the DAISY 
CHAIN EXPLANATION section of the manual.

The cleaning of the fixture must be carried out periodically to optimize light output.  
Cleaning frequency depends on the environment in which the fixture operates: damp, 
smoky or particularly dirty surroundings can cause greater accumulation of dirt on the  
fixture’s optics.

Make use of a soft dry cloth to clean the exterior every 60 days.

Ensure that the internals of the fixture remain dry at all times.

CLEANING THE FIXTURE
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NOTES
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Input voltage 110–220VAC 50–60HZ
Power consumption 20W
Number of channels 7CH
Light source 6pcs 3-watt high brightness LED   

(R, G, B, W, A, UV)
Control mode DMX512, Sound-to-light , Auto, Master-slave mode

TECHNICAL SPECIFICATIONS
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WEIGHT (KG): 0.4KG
DIMENSIONS H × W × D (MM): 170 × 170 × 135MM


